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Cisco recommend installing the access points no higher than 40 feet (12.2 meters) to allow support for
wireless clients on the ground in the immediate vicinity of the access point.

This comprehensive guide covers the step-by-step process for outdoor access point installation to provide
reliable network coverage in open areas such as campuses or parks.

The APs should be installed at a height of 10-12 feet from the floor. This height ensures that the signal is not
blocked by any obstacles and provides optimal coverage for the room.

Proper access point (AP) installation and placement is a critical step in the wireless design process. Follow
these recommended best practices for the best placement of your AP.

For outdoor deployments, an access point that is fully against dust and water ingress is needed. To survive the
harsh environment outdoors, the access points must support an IP rating of ...

Learn how to mount an access point on ceiling for reliable Wi-Fi coverage. Follow CPI"s practical guide to
design, placement and secure mounting solutions.

Height Matters: Mount the AP high on awall or ceiling, but not too high. Aim for about 6-8 feet above the
floor. Avoid Obstructions: Keep the AP away from large metal objects, thick walls, and ...

We need to tweak the Radio Transmit power on AP's because the default power setting is Maximum, so we
can try to turn it down to various settings to see the outcome and effect on the ...

When attaching the cable gland base to the access point, torque the cable gland base to 62-inch pounds. If you
don"t have a torgue wrench, make sure the gland and rubber grommet are ...
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Outdoor APs can be installed on walls and poles. The recommended installation height is 4 m to 6 m for
omnidirectional antennas, and 6 m to 8 m for directional antennas (60&#176; x 30&#176;).
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